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MFA Agri Service Alma 12/3-4/2019 Third Party Audit Facility replumbed a number of equipment 
components in Spring of 2018.  A hazard review was 
not completed until February 27, 2019.

Hazard Review was conducted.  Hazard 
Reviews are now required to be completed 
prior to bringing the affected potions of the 
process back in operation following major 
process changes.

2/27/19

12/3-4/2019 Third Party Audit Portions of rubber padding on Tank #2, providing a 
barrier between the tank shell and saddles, showed 
significant wear.  The surface of the shell in the saddle 
locations did not have adequate paint coverage and 
surface corrosion was present.

The rubber padding has been replaced with 
new padding material at both saddle locations 
and the area in the saddle locations have been 
repaint.

5/29/20

12/3-4/2019 Third Party Audit No minimum temperature provided on the data 
plates for Tanks #1 and #2.  The auditor was unable to 
verify if the requirement to provide the minimum 
design temperature on the nameplate was a 
requirement at the time of tank construction.

Tank #1 and #2 were built in 1970 and 1964, 
respectively, and were built to the ASME 
Section VIII Division 1 Standard at that time.  
From the research we were able to perform 
and information obtained from consultants 
familiar with the ASME Section VIII Division 1 
Standards, the minimum design temperature 
was not required to be placed on the 
nameplate during these time periods.  In 
addition, per section 5.4.3.3 of the 
Compressed Gas Association G-2.1 2014 
Standard, illegable or missing dataplates that 
cannot be replaced per the National Boiler 
Inspection Code or by the state or local 
Authority Having Jurisdiction can be replaced 
through inspection and testing to determine 
specific information and the minimum 
temperature is not information that must be 
determined and then subsquently placed on 
the replacement dataplate. 

6/18/20

12/3-4/2019 Third Party Audit Facility did not provide evidence of pressure testing 
results following replumbed equipment components 
in 2018.

MFA provided two (2) sheets on December 9, 
2019 demonstrating conformance with ANSI 
K61.1, and ASME B31.3 and B31.5.  Dates of 
pressure testing were documented to be 
completed on June 15, 2018 for both vapor 
and liquid lines.  This finding was resolved.

12/9/19

12/3-4/2019 Third Party Audit The tank surface area adjacent to the saddle on Tank 
#2 showed signs of corrosion (rust).

The rubber padding has been replaced with 
new padding material at both saddle locations 
and the area in the saddle locations have been 
repaint.

5/29/20

MFA Bulk Plant Higginsville

12/9-
10/2019

Third Party Audit Facility replumbed a number of equipment 
components in October of 2015.  A hazard review was 
not completed until March 7, 2016 which is after the 
facility began normal operation.

Hazard Review was conducted.  Hazard 
Reviews are now required to be completed 
prior to bringing the affected potions of the 
process back in operation following major 
process changes.

 3/7/16

  

Mid-Missouri Agri Service Emma 
(Enviro)

12/11/19 Third Party Audit Portions of bulk storage tank nameplates were 
illegible.  Nameplates did not contain minimum 
design temperature.

These tanks were built in 1952 and 1974 and 
were built to the ASME Section VIII Division 1 
Standard at that time.  From the research we 
were able to perform and information 
obtained from consultants familiar with the 
ASME Section VIII Division 1 Standards, the 
minimum design temperature was not 
required to be placed on the nameplate during 
these time periods.  In addition, per section 
5.4.3.3 of the Compressed Gas Association G-
2.1 2014 Standard, illegable or missing 
dataplates that that cannot be replaced per 
the National Boiler Inspection Code or by the 
state or local Authority Having Jurisdiction 
can be replaced through inspection and 
testing to determine specific information and 
the minimum temperature is not information 
that must be determined and then 
subsquently placed on the replacement 
dataplate. 

6/18/20

MFA Agri Service Albany

1/7/20 Third Party Audit Namesplates on Tanks 1 and 2 did not contain 
minimum design temperature.

Tank #1 and #2 were built in 1975 and 1953, 
respectively, and were built to the ASME 
Section VIII Division 1 Standard at that time.  
From the research we were able to perform 
and information obtained from consultants 
familiar with the ASME Section VIII Division 1 
Standards, the minimum design temperature 
was not required to be placed on the 
nameplate during these time periods.  In 
addition, per section 5.4.3.3 of the 
Compressed Gas Association G-2.1 2014 
Standard, illegable or missing dataplates that 
that cannot be replaced per the National 
Boiler Inspection Code or by the state or local 
Authority Having Jurisdiction can be replaced 
through inspection and testing to determine 
specific information and the minimum 
temperature is not information that must be 
determined and then subsquently placed on 
the replacement dataplate. 

6/18/20
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MFA Agri Service Laredo

1/8/20 Third Party Audit A) February 2018 Hazard Review identified the need 
to replace emergency shutoff valve (ESV) cables.  The 
associated Hazard Review corrective action log 
documented a completion date of March 12, 2018 
after February 28, 2018 shipment was unloaded to 
the bulk storage tank.

Cables for emergency shutoff valves were 
installed.  Dates of corrective action 
documentation are dates as verified by the SER 
Department staff that verify the corrections 
have been completed.  Actual date of 
corrective action may have been prior to such 
verification.  In addition, electronic actuators 
were installed on 7/31/2019 on the 
emergency shutoff valves and the cables 
removed.  

3/12/18

1/8/20 Third Party Audit B) February 2017 Hazard Review noted three (3) out 
of date hydrostatic relief valves (HRVs) and identified 
the emergency facility 911 address was missing.  Both 
of these items were also listed in the February 2018 
Hazard Review.  The associated Hazard Review 
corrective action log documents a completion date 
of June 20, 2018.

Hydrostatic relief valves were replaced and 
address added.  Facilities are not allowed to 
operate with out of date components.  Dates 
of corrective action documentation are dates 
as verified by the SER Department staff that 
verify the corrections have been completed.  
Actual date of corrective action may have been 
prior to such verification. 

6/4/2018 
6/20/2018

 
1/8/20 Third Party Audit The February 22, 2017  Compliance Audit contained 

a number of corrective actions which were not 
documented as completed until as late as June 20, 
2018.

Corrective actions are promptly determined 
and documented.  Dates of corrective action 
documentation are dates as verified by the SER 
Department staff that verify the corrections 
have been completed.  Actual date of 
corrective action may have been prior to such 
verification. 

6/20/18

 

MFA Bulk Plant Tindall

1/8-9/2020 Third Party Audit Hazard Review completed on March 28, 2018 
identified issues with the electrical panel and conduit 
condition.  The corrective action was documented as 
completed on December 4, 2018.

Electrical issues noted were corrected.  Hazard 
Review finding are corrected in a timely 
manner.  Dates of corrective action 
documentation are dates as verified by the SER 
Department staff that verify the corrections 
have been completed.  Actual date of 
corrective action may have been prior to such 
verification. 

12/4/18

1/9/20 Third Party Audit The March 1, 2017 Compliance Audit contained a 
number of corrective actions which were not 
documented as completed until as late as June 14, 
2018.

Corrective actions are promptly determined 
and documented.  Dates of corrective action 
documentation are dates as verified by the SER 
Department staff that verify the corrections 
have been completed.  Actual date of 
corrective action may have been prior to such 
verification. 

6/14/18

1/9/20 Third Party Audit Nameplates on the bulk storage tank did not contain 
the minimum nor maximum design temperature.

The storage tank at this facility was 
constructed and built to meet the 1950 
edition of the ASME Section VIII Division 1 
Standard at that time.  From the research we 
were able to perform and information 
obtained from consultants familiar with the 
ASME Section VIII Division 1 Standards, the 
minimum design temperature was not 
required to be placed on the nameplate during 
this time period.  In addition, per section 
5.4.3.3 of the Compressed Gas Association G-
2.1 2014 Standard, illegable or missing 
dataplates that that cannot be replaced per 
the National Boiler Inspection Code or by the 
state or local Authority Having Jurisdiction 
can be replaced through inspection and 
testing to determine specific information and 
the minimum temperature is not information 
that must be determined and then 
subsquently placed on the replacement 
dataplate. 

6/18/20

MFA Bulk Plant Heetco (LaBelle)

1/21/20 Third Party Audit Hazard Review  completed on October 26, 2016 
identified issues with electrical panel labeling.  The 
corrective action was documented as completed on 
September 18, 2017.

Company policy is that Hazard Review finding 
are corrected in a timely manner.  Dates of 
corrective action documentation are dates as 
verified by the SER Department staff that verify 
the corrections have been completed.  Actual 
date of corrective action may have been prior 
to such verification. 

9/18/17

1/21/20 Third Party Audit Equipment inspections were not documented as 
completed in 2016.  Per Operating Procedure 030, 
equipment inspections are completed every 12 
months.

Equipment inspections are done annually. 1/21/20
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1/21/20 Third Party Audit The nameplate on bulk storage tank No. 2 did not 
contain the minimum design temperatures.

This Finding states that Tank #2 does not 
contain the minimum design temperature.  
That is in accurate.  Tank #2 does contain the 
minimum design temperature.  The correct 
tank number designation should have been 
listed as Tank #1 did not contain the minimum 
desing temperature.  Tank #1 was built in 1953 
and was built to the ASME Section VIII Division 
1 Standard at that time.  From the research we 
were able to perform and information 
obtained from consultants familiar with the 
ASME Section VIII Division 1 Standards, the 
minimum design temperature was not 
required to be placed on the nameplate during 
this time period.  In addition, per section 
5.4.3.3 of the Compressed Gas Association G-
2.1 2014 Standard, illegable or missing 
dataplates that that cannot be replaced per 
the National Boiler Inspection Code or by the 
state or local Authority Having Jurisdiction 
can be replaced through inspection and 
testing to determine specific information and 
the minimum temperature is not information 
that must be determined and then 
subsquently placed on the replacement 
dataplate. 

6/18/20

MFA Agri Service Mexico

1/22/20 Third Party Audit Bollards were in place surrounding all three bulk 
storage tanks but two areas had spacing between 
bollards of greater than six feet in width (north and 
south sides of bulk storage tank No. 1).  Based on 
mobile equipment observed on-site, this spacing was 
not adequate to protect the bulk storage tanks from 
potential damage.

Pre-cast concrete traffic barriers were placed 
in each of the two noted locations

 1/31/20

1/22/20 Third Party Audit Nameplates on bulk storage tank Nos. 1 and 3 did not 
contain the minimum design temperature.

Tank #1 and #3 were built in 1955 and 1975, 
respectively, and were built to the ASME 
Section VIII Division 1 Standard at that time.  
From the research we were able to perform 
and information obtained from consultants 
familiar with the ASME Section VIII Division 1 
Standards, the minimum design temperature 
was not required to be placed on the 
nameplate during these time periods.  In 
addition, per section 5.4.3.3 of the 
Compressed Gas Association G-2.1 2014 
Standard, illegable or missing dataplates that 
that cannot be replaced per the National 
Boiler Inspection Code or by the state or local 
Authority Having Jurisdiction can be replaced 
through inspection and testing to determine 
specific information and the minimum 
temperature is not information that must be 
determined and then subsquently placed on 
the replacement dataplate. 

6/18/20

MFA Agri Service Glasgow 2/4/20 Third Party Audit None

West Central AGRIServices Adrian

2/19/20 Third Party Audit Nameplates on bulk storage tank Nos. 1, 3, 4, 5, and 6 
did not contain the minimum design temperature.

Tank #1, #3, #4, #5 and #6 were built in 1975, 
1979, 1972, 1958, and 1969, respectively, 
and were built to the ASME Section VIII 
Division 1 Standard at that time.  From the 
research we were able to perform and 
information obtained from consultants 
familiar with the ASME Section VIII Division 1 
Standards, the minimum design temperature 
was not required to be placed on the 
nameplate during these time periods.  In 
addition, per section 5.4.3.3 of the 
Compressed Gas Association G-2.1 2014 
Standard, illegable or missing dataplates that 
that cannot be replaced per the National 
Boiler Inspection Code or by the state or local 
Authority Having Jurisdiction can be replaced 
through inspection and testing to determine 
specific information and the minimum 
temperature is not information that must be 
determined and then subsquently placed on 
the replacement dataplate. 

6/18/20


